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 QUICKMAT-TILE
REF. 8550-8551 

DESCRIPTION

"QUICKMAT-TILE" is an entrance mat in the form of 
tiles, made up of 2 strips of highly absorbent 6.6 100% 
polyamide carpet, edged with fine polypropylene 
strips which help to scratch the underside of shoes.
This new concept, highly innovative and very easy to 
install loose fitted. The tiles are pre-drilled on the re-
verse side in each corner, which allows them to be lin-
ked, using the system of clips supplied. It is not neces-
sary to glue the strips to the floor, except where the 
mat is subject to heavy wheeled traffic. On the back 
of the strip, an arrow indicates the direction of fitting 
and allows differences in appearance to be avoided, 
when fitting.

Dimensions : 23,5 x 75 cm
Total weight : 5,7 kg / m²
Thickness : 14 mm
Packing : Kit for 1m²
Sublayer : Bitumen

USE

Indoor - ZONE 2
Pedestrian traffic : frequent 
(up to 500 pedestrians/day)

REFERENCES
• 8550
QUICKMAT-TILE ANTHRACITE

• 8551
QUICKMAT-TILE GREY

MATERIAL

Base : 100 % Polypropylene needlepunch
Insert : Tuft Polyamide 6.6

Fire Certificate : Cfl-S1

Frequent
500 pass. / day

Cfl-s1

Drying / Scraping Zone

Collection Zone

«QUICKMAT-TILE» feature 2 different zones :

• The first zone is the drying/scraping zone. This 
Nylon or Polyamide 6.6 insert will scrape and dry 
the soles of the shoes.

• The second zone is the collection zone to collect 
and contain the dirt.

8550
Anthracite

8551
Grey
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INSTALLATION PROCESS

The tiles are joined by means of a clip system. It is not necessary to glue the tiles down unless there is going to be 
lightweight wheeled traffic passing over the mat. It is recommended to secure them either with double sided tape or a 
light Aluminium frame to prevent overall movement of the mat. When connecting the clips to the tiles, make sure the 
joints are firmly pressed together.
 
Preparation prior to installation : 
It is important to acclimatize the Quickmat-Tile for at least 24 hours prior to installation by placing them, boxes 
opened up, on a flat surface in the room in which they will be installed. If possible, keep the room closed to 
allow for an ambient temperature of between 15°c and 25°c.

• The screed needs to be even and level with a uniform depth across the full area of the recess within 1mm.

• The depth of the recess should be within a tolerance of 1mm of the thickness of the mat to be installed. If the mat 
well is any deeper, a non-elastic underlay must be inserted to reduce the depth to the suitable height of 13 mm to 
14 mm.

 

• All debris needs to be removed from the screed prior to installation. Debris includes tile cement and grout 
left behind by contractors, temporary fasteners used to anchor frames or other structures, objects or 
materials that would render the screed surface uneven or irregular. The recess should be free of dust and 
therefore vacuum cleaning prior to installation is recommended, using a brush is insufficient.
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• Mats cannot be installed in active entrances as the recess needs to remain clean for adhesives to bond
properly. The unnecessary disturbance of the process of the mat installation could hinder the outcome of
the quality of the installed mat. There are some steps that are very time frame specific such as the appli-
cation of adhesives and the subsequent bonding of the mat to the screed. Any disruptions during these
critical stages could be disastrous. Other stages are very sensitive to movement of the mat such as when
marking and trimming a mat to fit a recess.

• Mats cannot be installed over wet or uncured screeds due to the presence of excessive moisture that
would render the bonding agents ineffective.

Cutting the tiles : 

To finish the room, the carpet tiles will in most cases have to be cut to measure by means of a Romus 
cutter knife. Quickmat-Tile are cut on the backing.

Gluing the mat inside the recess :

If "Quickmat-Tile" are placed in a mat well and only foot traffic is anticipated, then it is not necessary to glue 
the tiles into the mat well. However, gluing is recommended in the event of lightweight wheeled traffic over 
the mat. For gluing, any wall to wall carpet adhesive would be suitable or double sided adhesive tape. 

Doors must be checked for sufficient play in height otherwise movement of the door will cause damage to 
the mat.
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MAINTENANCE

The care and maintenance is essential to maintain the durability and appearance of the mat. Soiling and gene-
ral wear has a negative impact on the appearance of the entrance mat and should be prevented by instituting 
an effective cleaning program.
Avoid excessive use of cleaning products. If they are used, then ensure they are washed out of the mat tho-
roughly as any residue can attract dirt.

Vacuuming :
Regular vacuuming with a sufficiently powerful vacuum cleaner and brush is essential to maintain the condi-
tion of the mat. Heavy traffic areas should be vacuumed more intensively than lighter traffic areas. 

Stain removal :
Stains should be removed immediately (before it dries) with a neutral stain remover. Chewing gum can be re-
moved with ice by turning the gum to a solid and then removing it with a knife or scraper.

Extreme pollution : 
High pressure cleaning is possible but be careful with the amount of pressure and use always cold water. No 
steam. I have done it with a 3 year old mat full of green moss and the mat came out as new.

WHAT CAN GO WRONG ?

When I put 2 tiles together in the same installation, the colour is different between them.
The reason for this is that one of the tiles has been turned around 180 degrees. It is important that the arrows 
on the backing are matched for both tiles in the same direction, which will ensure a colour match.

I have a piece that is damaged on the mat, what now ?
Simply remove the damaged tile by releasing it from the clip and replace with a new tile.

When does it not work as well as it should ?
Tests conducted by a certified testing laboratory have shown that a total of 7m is required before feet are com-
pletely dry and clean by walking over the mat. This can be achieved with a combination of outdoor matting like 
Super Scraper as realistically, not all buildings have the available space for one mat of this size.
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CE declaration 

1. Unique identification code of the product-type or product family : 067 010 008 500 

2.Type, batch or serial number or any other element allowing identification of the construction product: Entrance Matting.

3. Intended uses of the construction product, in accordance with the applicable harmonised technical specification, as 
foreseen by the manufacturer: Use as entrance floor covering(s) within a building according to the manufacturer's speci-
fications and installation practices in accordance with EN 14041.

4. Where applicable, name and contact address of the authorised representative (distributor, importer) : ROMUS - ZA Les 
Pouards - 13/15 rue du Taillefer - 91160 CHAMPLAN - FRANCE

5. System of assessment and verification of constancy of performance of the construction product: AVCP system 4.

6. In case of the declaration of performance concerning a construction product covered by a harmonised standard: sys-
tem 4 Not applicable.

7. In case of the declaration of performance concerning a construction product for which a European Technical Assess-
ment has been issued: not applicable.

8. Declared performance :

DECLARATION OF PERFORMANCE
N° DOP-CPR-‹‹1.021››

9. The performance of the product identified in points 1 and 2 is in conformity with the declared performance 
in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified 
in point 4

Essential 
characteristic Performance

Harmonised 
technical 

specification
Essential characteristic Performance

Harmonised 
technical

specification

Reaction to fire
EN 13501-1

EN 14041: 
2004 AC : 

2006

Electrical behaviour 
(dissipative) EN 1081 or

ISO 10965
Not applicable

EN 14041 : 
2004

AC : 2006

Content of penta- 
chlorophenol

EN 12673

Electrical behaviour 
(conductive) EN 1081 or

ISO 10965
Not applicable

Formaldehyde 
emissions

ENV 717-1 or
EN 717-2

Thermal conductivity 
EN 12524 or

EN 12667
Not applicable

Slip resistance
‹‹EN 13893››

Water-tightness 
EN 13553 Not applicable

Electrical
behaviour 
(antistatic)
EN 1815 or
ISO 6356

Not applicable Not applicable


